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or affecting interstate or foreign com-
merce. 

[35 FR 320, Jan. 8, 1970, as amended by Amdt. 
191–5, 49 FR 18960, May 3, 1984; Amdt. 191–10, 
61 FR 18516, Apr. 26, 1996; Amdt. 191–12, 62 FR 
61695, Nov. 19, 1997; 68 FR 11749, Mar. 12, 2003]

§ 191.5 Telephonic notice of certain in-
cidents. 

(a) At the earliest practicable mo-
ment following discovery, each oper-
ator shall give notice in accordance 
with paragraph (b) of this section of 
each incident as defined in § 191.3. 

(b) Each notice required by para-
graph (a) of this section shall be made 
by telephone to 800–424–8802 (in Wash-
ington, DC, 267–2675) and shall include 
the following information. 

(1) Names of operator and person 
making report and their telephone 
numbers. 

(2) The location of the incident. 
(3) The time of the incident. 
(4) The number of fatalities and per-

sonal injuries, if any. 
(5) All other significant facts that are 

known by the operator that are rel-
evant to the cause of the incident or 
extent of the damages. 

[Amdt. 191–4, 47 FR 32720, July 29, 1982, as 
amended by Amdt. 191–5, 49 FR 18960, May 3, 
1984; Amdt. 191–8, 54 FR 40878, Oct. 4, 1989]

§ 191.7 Addressee for written reports. 
Each written report required by this 

part must be made to the Information 
Resources Manager, Office of Pipeline 
Safety, Research and Special Programs 
Administration, U.S. Department of 
Transportation, Room 8417, 400 Seventh 
Street SW., Washington, DC 20590. 
However, incident and annual reports 
for intrastate pipeline transportation 
subject to the jurisdiction of a State 
agency pursuant to a certification 
under section 5(a) of the Natural Gas 
Pipeline Safety Act of 1968 may be sub-
mitted in duplicate to that State agen-
cy if the regulations of that agency re-
quire submission of these reports and 
provide for further transmittal of one 
copy within 10 days of receipt for inci-
dent reports and not later than March 
15 for annual reports to the Informa-
tion Resources Manager. Safety-re-
lated condition reports required by 
§ 191.23 for intrastate pipeline transpor-
tation must be submitted concurrently 

to that State agency, and if that agen-
cy acts as an agent of the Secretary 
with respect to interstate transmission 
facilities, safety-related condition re-
ports for these facilities must be sub-
mitted concurrently to that agency. 

[Amdt. 191–6, 53 FR 24949, July 1, 1988]

§ 191.9 Distribution system: Incident 
report. 

(a) Except as provided in paragraph 
(c) of this section, each operator of a 
distribution pipeline system shall sub-
mit Department of Transportation 
Form RSPA F 7100.1 as soon as prac-
ticable but not more than 30 days after 
detection of an incident required to be 
reported under § 191.5. 

(b) When additional relevant infor-
mation is obtained after the report is 
submitted under paragraph (a) of this 
section, the operator shall make sup-
plementary reports as deemed nec-
essary with a clear reference by date 
and subject to the original report. 

(c) The incident report required by 
this section need not be submitted with 
respect to master meter systems or 
LNG facilities. 

[Amdt. 191–5, 49 FR 18960, May 3, 1984]

§ 191.11 Distribution system: Annual 
report. 

(a) Except as provided in paragraph 
(b) of this section, each operator of a 
distribution pipeline system shall sub-
mit an annual report for that system 
on Department of Transportation Form 
RSPA F 7100.1–1. This report must be 
submitted each year, not later than 
March 15, for the preceding calendar 
year. 

(b) The annual report required by 
this section need not be submitted with 
respect to: 

(1) Petroleum gas systems which 
serve fewer than 100 customers from a 
single source; 

(2) Master meter systems; or 
(3) LNG facilities. 

[Amdt. 191–5, 49 FR 18960, May 3, 1984]

§ 191.13 Distribution systems reporting 
transmission pipelines; trans-
mission or gathering systems re-
porting distribution pipelines. 

Each operator, primarily engaged in 
gas distribution, who also operates gas 
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transmission or gathering pipelines 
shall submit separate reports for these 
pipelines as required by §§ 191.15 and 
191.17. Each operator, primarily en-
gaged in gas transmission or gathering, 
who also operates gas distribution 
pipelines shall submit separate reports 
for these pipelines as required by 
§§ 191.9 and 191.11. 

[Amdt. 191–5, 49 FR 18961, May 3, 1984]

§ 191.15 Transmission and gathering 
systems: Incident report. 

(a) Except as provided in paragraph 
(c) of this section, each operator of a 
transmission or a gathering pipeline 
system shall submit Department of 
Transportation Form RSPA F 7100.2 as 
soon as practicable but not more than 
30 days after detection of an incident 
required to be reported under § 191.5. 

(b) Where additional related informa-
tion is obtained after a report is sub-
mitted under paragraph (a) of this sec-
tion, the operator shall make a supple-
mental report as soon as practicable 
with a clear reference by date and sub-
ject to the original report. 

(c) The incident report required by 
paragraph (a) of this section need not 
be submitted with respect to LNG fa-
cilities. 

[35 FR 320, Jan. 8, 1970, as amended by Amdt. 
191–5, 49 FR 18961, May 3, 1984]

§ 191.17 Transmission and gathering 
systems: Annual report. 

(a) Except as provided in paragraph 
(b) of this section, each operator of a 
transmission or a gathering pipeline 
system shall submit an annual report 
for that system on Department of 
Transportation Form RSPA 7100.2–1. 
This report must be submitted each 
year, not later than March 15, for the 
preceding calendar year. 

(b) The annual report required by 
paragraph (a) of this section need not 
be submitted with respect to LNG fa-
cilities. 

[Amdt. 191–5, 49 FR 18961, May 3, 1984]

§ 191.19 Report forms. 
Copies of the prescribed report forms 

are available without charge upon re-
quest from the address given in § 191.7. 
Additional copies in this prescribed 
format may be reproduced and used if 

in the same size and kind of paper. In 
addition, the information required by 
these forms may be submitted by any 
other means that is acceptable to the 
Administrator. 

[Amdt. 191–10, 61 FR 18516, Apr. 26, 1996]

§ 191.21 OMB control number assigned 
to information collection. 

This section displays the control 
number assigned by the Office of Man-
agement and Budget (OMB) to the gas 
pipeline information collection re-
quirements of the Office of Pipeline 
Safety pursuant to the Paperwork Re-
duction Act of 1980, Public Law 96–511. 
It is the intent of this section to com-
ply with the requirements of section 
3507(f) of the Paperwork Reduction Act 
which requires that agencies display a 
current control number assigned by the 
Director of OMB for each agency infor-
mation collection requirement.

OMB CONTROL NUMBER 2137–0522

Section of 49 CFR part 191 where 
identified Form No. 

191.5 ............................................... Telephonic. 
191.9 ............................................... RSPA 7100.1
191.11 ............................................. RSPA 7100.1–1
191.15 ............................................. RSPA 7100.2
191.17 ............................................. RSPA 7100.2–1. 

[Amdt. 191–5, 49 FR 18961, May 3, 1984, as 
amended by Amdt.191–13, 63 FR 7723, Feb. 17, 
1998]

§ 191.23 Reporting safety-related con-
ditions. 

(a) Except as provided in paragraph 
(b) of this section, each operator shall 
report in accordance with § 191.25 the 
existence of any of the following safe-
ty-related conditions involving facili-
ties in service: 

(1) In the case of a pipeline (other 
than an LNG facility) that operates at 
a hoop stress of 20 percent or more of 
its specified minimum yield strength, 
general corrosion that has reduced the 
wall thickness to less than that re-
quired for the maximum allowable op-
erating pressure, and localized corro-
sion pitting to a degree where leakage 
might result. 

(2) Unintended movement or abnor-
mal loading by environmental causes, 
such as an earthquake, landslide, or 
flood, that impairs the serviceability of 
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